
DISPOSITION: Circle “PASS” or “FAIL” on "Disposition" line above.  
Criteria for Disposition of FAIL: 
1. If there is one or more Overall Assessment Codes of 'F' (ie. Webbing, Stitching,Metal, Plastic) on a Priority 1 item.

OR
2. If there are three or more Overall Assessment Codes of 'F' on a Priority 2 item.
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MSA Lanyard Inspection: Restraint/Positioning Lanyard

FORMAL INSPECTION LOG – LANYARD WITH ENERGY-ABSORBER
INSP.
POINT DESCRIPTION QTY/

Unit CONDITION CODE(S) OVERALL 
ASSESSMENT CODE COMMENTS

Fabric Components: Webbing

1 Lanyard Leg 1

Fabric Components: Stitching

2 Lanyard Legs (Twin) 2

Fibre Rope

8 Webbing, Loop (Twin) 2

9 Stitching, Strap Loops 2
Metal Components

11 Snaphooks 2

13 Adjuster 1

14 Swaged Fitting 4

15 Thimble 2

16 Hog Ring 2

Plastic Components

17 Labels 5
Wire Rope (Cable)

18 Thimble 1

19 Vinyl Coating, Wire Rope 1

20 Vinyl Coating, 9" Loop 1
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INSP.
POINT

CONDITION CODES/OVERALL ASSESSMENT CODES
Fabric Components: Webbing Metal Components

CONDITION OVERALL 
ASSESSMENT 

CODE

CONDITION OVERALL 
ASSESSMENT 

CODEDESCRIPTION CODE DESCRIPTION CODE

Cuts/Fraying W1

‘P’ = Pass
Webbing 
Acceptable

‘F’ = Fail
Webbing 

Not Acceptable

Deformed/Fractured M1

‘P’  = Pass
Metallic 

Acceptable

‘F’ = Fail
Metallic 

Not Acceptable

Abrasion/Wear W2 Corroded/Deep Pits M2

Partially Missing/Altered W3 Missing/Loose M3

Burns/Heat Exposure W4 Heat Exposure M4

Chemical Exposure W5 Chemical Exposure M5

Knotted/Elongated W6 Burrs/Sharp Edges M6

Other W7 Cuts/Deep Nicks M7

No Visible Change W0 Malfunction M8

Fabric Components: Stitching Other M9

Cut/Pulled/Loose Thread S1

‘P’  = Pass
Stitching 
Acceptable

‘F’ = Fail
Stitching 

Not Acceptable

No Visible Change M0

Abrasion/Wear S2 Plastic Components

PartiallyMissing/Altered S3 Cut/Broken/Deformed P1

‘P’  = Pass
Plastic 

Acceptable

‘F’ = Fail
Plastic 

Not Acceptable

Burns/Heat Exposure S4 Wear Damage P2

Chemical Exposure S5 Missing/Loose P3

Other S6 Burns/Heat Exposure P4

No Visible Change S0 Chemical Exposure P5

Fibre Rope Other P6

Cut/Pulled/Broken Fibres R1

‘P’ = Pass
Rope 

Acceptable

‘F’ = Fail
Rope 

Not Acceptable

No Visible Change P0

Abrasion/Wear/Fuzziness R2 Wire Rope (Cable)

Partially Missing/Altered R3 Cuts/Broken Wire C1

‘P’  = Pass
Cable 

Acceptable

‘F’ = Fail
Cable 

Not Acceptable

Burns/Heat Exposure R4 Abrasion/Wear/Corrosion C2

Chemical Exposure R5 Partially Missing/Altered C3

Hockling/Knotted R6 Burns/Heat Exposure C4

Elongated/Over-Soft R7 Chemical Exposure C5

Reduced Diameter R8 Kinked/Unlayed Strands C6

Loose/Unbraided Splice R9 Reduced Diameter C7

No Visible Change R0 Other C8

Other R11 No Visible Change C0
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Model No.                                                                                                                                               Serial No.                                                                                                             Manufacture Date

Inspector’s Name                                                                                                                                                                                                                                                                 Inspection Date

DISPOSITION   (Circle One)

PASS                     FAIL


