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SUBJ/UPDATE TO NONSKID INSTALLATION DIRECTION FOR DDG 51 CLASS SHIPS//
REF/A/MSGID:GENADMIN/COMNAVSURFLANT NORFOLK VA/101836ZSEP2012//
REF/B/MSGID:DOC/NAVSEA S9086-VG-STM-010 CH634/01JAN2009//
REF/C/MSGID:DOC/NAVSEA S9086-VD-STM-030 CH631/01JAN2008//
REF/D/MSGID:DOC/NAVSEA STANDARD ITEM 009-32/31JAN2011//
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POC/GILBERT, STEVEN/LCDR/UNIT:CNSL N43C1/NAME:NORVA/TEL:757-444-0626
/TEL:DSN 564-0626/EMAIL:STEVEN.D.GILBERT(AT)NAVY.MIL//

POC/THOMAS, ERIC/CIV/UNIT:N43C/NAME:NORVA/TEL:757-444-4781

/TEL:DSN 564-4781/EMAIL:JAMES.THOMAS6.CTR(AT)NAVY.MIL//

NARR/REF A DIRECTED THE USE OF PEEL AND STICK (P&S) NONSKID ON ALL
NON-CRITICAL EXTERIOR DECKS OF DDG 51 CLASS SHIPS.

REF B IS NSTM CHAP 634, DECK COVERINGS. REF C IS NSTM CHAP 631,
PRESERVATION OF SHIPS IN SERVICE. REF D IS NAVSEA STANDARD ITEM FOR
CLEANING AND PAINTING REQUIREMENTS. REF E IS CNSL CLARIFICATION OF
INSTALLATION REQUIREMENTS FOR P&S NONSKID.//

GENTEXT/REMARKS/

1. PURPOSE: TO PROVIDE ADDITIONAL DIRECTION FOR THE INSTALLATION
OF NONSKID ON DDG 51 CLASS SHIPS, PREVIOUSLY PROMULGATED IN REF A.
2. BACKGROUND. THE USE OF P&S NONSKID IN NON-CRITICAL DECK AREAS,
AS DEFINED IN REFS B AND D, OFFERS SEVERAL ADVANTAGES OVER
TRADITIONAL DECK COATING METHODS (AS OUTLINED IN REF E) AND IS



MANDATORY FOR CNSL SHIPS.

3. ACTION. CANCEL REF A. CNSL PORT ENGINEERS, MAINTENANCE TEAMS,
AND SHIP COMMANDING OFFICERS SHALL COMPLY WITH THE FOLLOWING
DIRECTION:

NOTE: UNLESS OTHERWISE SPECIFIED, THE ONLY APPROVED ROLL ON NONSKID
FOR CNSL SHIPS IS MIL-PRF-24667, TYPE V. THE ONLY APPROVED P&S
MATERIAL IS MIL-PRF-24667 TYPE XI, COMP PS. NATIONAL STOCK NUMBERS
(NSN) AND DESCRIPTIONS OF P&S NONSKID KITS CAN BE FOUND IN THE P&S
NONSKID CATALOG ON THE FOLLOWING
WEBSITE:HTTPS://WWW.SURFOR.NAVY.MIL/ENGINEERING/SURFACE_CORROSION_CON
TROL_CONF/FORMS/ALLITEMS.ASPX.

A. APPLICATION. AS DIRECTED IN REF E, THE APPLICATION OF P&S

NONSKID SHALL BE USED ON NON-CRITICAL DECK LOCATIONS. THE USE OF
ROLL-ON EPOXY NONSKID ON NON-CRITICAL DECK AREAS REQUIRES
PRE-APPROVAL FROM CNSL IN THE FORM OF A DEPARTURE FROM
SPECIFICATION (DFS).

B. INSTALLATION/REPLACEMENT. INSTALLATION / REPLACEMENT OF P&S
NONSKID IS WITHIN SHIP'S FORCE CAPABILITY. IF P&S INSTALLATION /
REPLACEMENT IS PLANNED FOR COMPLETION BY AN OUTSIDE ACTIVITY, SHIPS
SHALL USE REFS C AND D TO FAMILIARIZE ALL PERSONNEL WITH SURFACE
PREPARATION PROCEDURES TO AID IN THE QUALITY ASSURANCE PROCESS.

C. FOR AREAS WHERE ROLL-ON NONSKID IS TO BE APPLIED, A SECOND

PRIMER COAT SHALL BE APPLIED TO ENSURE A PROPER BARRIER COAT AND
PREVENT PREMATURE RUSTING OF THE DECK BENEATH THE NONSKID TOPCOAT.
D. IN THE EVENT ENVIRONMENTAL CONDITIONS (LOWER TEMPERATURE LIMIT)
FOR TYPE V NONSKID SPECIFIED IN THE MANUFACTURER'S NAVSEA VERIFIED
ASTM F-718 CANNOT BE MET AND MAINTAINED THROUGHOUT THE APPLICATION
PROCESS, TYPE VIII (COLD CURE) NONSKID MAY BE USED WITH AN APPROVED
DFS.

4. STEP-BY-STEP APPLICATION INSTRUCTIONS FOR THE PROPER

INSTALLATION OF P&S NONSKID AND SUPPORTING DOCUMENTS CAN ALSO BE
FOUND AT THE ABOVE WEBSITE.

5. THE FOLLOWING LIST OUTLINES SPECIFIC LOCATIONS AND DESIGNATED
TYPE FOR DECK COATINGS TO BE INSTALLED ABOARD DDG 51 CLASS SHIPS
(READ IN FIVE COLUMNS):

A. DDG FLIGHT AND II:

NOUN NAME LEVEL FRAMES  SQFT TYPE
FLIGHT DECK 1 370-470 5148 TYPEV

PORT MISSILE DECK 01 312-381 1925 TYPEV
STBD MISSILE DECK 01 312-370 1550 TYPEV
MISSILE LAUNCHER TOP 01 336-370 792 TYPEV
BOAT DECK 01 240-312 1152 TYPEV
PORT PASSAGEWAY 01 254-312 384 TYPEV
PORT QUARTERDECK 01 201-254 1062 TYPEV
STBD QUARTERDECK 01 201-240 874 TYPEV
PORT BREAK 01 121-208 664 P&S
STARBOARD BREAK 01 121-208 664 P&S



FOCSLE (INCL FWD VERTREP) 01 121-MM 5500 TYPEV

#3 GTG EXHAUST DECK 01.5 370-387 168 P&S

PORT AFT STACK 02 242-320 977 P&S
STBD AFT STACK 02 242-320 359 P&S
NULKA DECK 02 228-240 161 P&S
PORT SRBOC DECK 02 196-228 340 P&S
STBD SRBOC DECK 02 196-228 340 P&S

PORT FUELING STATION 02 111-141 400 TYPEV
STBD FUELING STATION 02 111-141 400 TYPEV
AFT CIWS DECK 02.5 299-316 200 P&S

PORT SPY ARRAY DECK 03 163-193 532 P&S
STBD SPY ARRAY DECK 03 163-193 450 P&S
PORT SLQ-32 PLATFORM 03 142-158 105 P&S
STBD SLQ-32 PLATFORM 03 142-158 105 P&S
FWD CIWS DECK 03.5 112-127 200 P&S

#3 DIRECTOR DECK 04 286-298 143 P&S
PORT SIGNAL DECK PLAT ~ 04.5 157-174 95 P&S
STBD SIGNAL DECK PLAT ~ 04.5 157-174 95 P&S

PORT BRIDGE WING 04 132-178 236 P&S
STBD BRIDGE WING 04 132-178 236 P&S
#2 DIRECTOR DECK 05 273-286 143 P&S

AFT WHIP ANT PLAT 05 243-247 100 P&S
MID WHIP ANT PLAT 05 216-221 48 P&S
FWD WHIP ANT PLAT 05 185-190 25 P&S
AFT EXHAUST DECK 05 246-284 P&S
FWD EXHAUST DECK 05 190-215 P&S
PORT PHOUSE OVHD DK 05 130-169 405 P&S
STBD PHOUSE OVHD DK 05 130-169 405 P&S

#1 DIRECTOR DECK 06 130-158 249 P&S
SPS-64 PLATFORM 07 25 P&S

SPS-67 PLATFORM 08 25 P&S

B. DDG FLIGHT IIA:

NOUN NAME LEVEL FRAMES  SQFT TYPE
FLIGHT DECK 1 370-470 5148 TYPEV
MISSILE LAUNCHER TOP 02 336-370 792 TYPEV
BOAT DECK 01 240-312 152 TYPEV

PORT PASSAGEWAY 01 254-312 384 TYPEV
PORT QUARTERDECK 01 201-254 1062 TYPEV
STBD QUARTERDECK 01 201-240 874 TYPEV
PORT BREAK 01 121-208 664 P&S

STBD BREAK 01 121-208 664 P&S

FOCSLE (INCL FWD VERTREP) 01 121-MM 5500 TYPEYV

#3 GTG EXHAUST DECK 02.5 370-387 168 P&S

PORT AFT STACK 02 242-320 977 P&S
STBD AFT STACK 02 242-320 359 P&S
NULKA DECK 02 228-240 161 P&S
PORT SRBOC DECK 02 196-228 340 P&S

STBD SRBOC DECK 02 196-228 340 P&S



PORT FUELING STATION 02 111-141 400 TYPEV
STBD FUELING STATION 02 111-141 400 TYPEV
MISSILE DECK 02 310-395 4200 TYPEV

AFT CIWS DECK 02.5 299-316 200 P&S

PORT SPY ARRAY DECK 03 163-193 532 P&S
STBD SPY ARRAY DECK 03 163-193 450 P&S
PORT SLQ-32 PLATFORM 03 142-158 105 P&S
STBD SLQ-32 PLATFORM 03 142-158 105 P&S
FORWARD CIWS DECK 03.5 112-127 200 P&S
#3 DIRECTOR DECK 04 286-298 143 P&S
PORT SIGNAL DECK PLAT ~ 04.5 157-174 95 P&S
STBD SIGNAL DECK PLAT ~ 04.5 157-174 95 P&S

PORT BRIDGE WING 04 132-178 236 P&S
STBD BRIDGE WING 04 132-178 236 P&S
#2 DIRECTOR DECK 05 273-286 143 P&S

AFT WHIP ANT PLAT 05 243-247 100 P&S
MID WHIP ANT PLAT 05 216-221 48 P&S
FWD WHIP ANT PLAT 05 185-190 25 P&S
AFT EXHAUST DECK 05 246-284 P&S
FORWARD EXHAUST DECK 05 190-215 P&S
PORT PHOUSE OVHD DK 05 130-169 405 P&S
STBD PHOUSE OVHD DK 05 130-169 405 P&S

#1 DIRECTOR DECK 06 130-158 249 P&S
SPS-64 PLATFORM 07 25 P&S
SPS-67 PLATFORM 08 25 P&S

6. FOR ADDITIONAL INFORMATION OR QUESTIONS, PLEASE CONTACT MESSAGE
POCS. THE DDG SHIP DESIGN MANAGER AND NONSKID TECH WARRANT HOLDER
HAVE REVIEWED AND CONCUR WITH THIS MESSAGE. DDG 51 CLASS SHIPS ARE
REQUIRED TO ACKNOWLEDGE RECEIPT OF THIS MESSAGE VIA EMAIL TO MESSAGE
POCS NLT 16 AUG 2013.//
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